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1. General 
 

P. van den Oever BV is manufacturer of mini artic trailers since 2001. The brand name of these 
mini artic trailers is BE-COM®. P. van den Oever BV is trusted with quality!  Besides BE-COM® -
trailers, P. van den Oever BV is manufacturer of CE-COM® heavy trailers till 14 ton. 
 
In the first place, mainly client-specification trailers were build. Because P. van den Oever BV has 
experience and knowledge of welds- and construction work, coach work, pneumatic, hydraulic and 
electronic we can guide and advise you if you think about buying a (client-specific) trailer. 
 
Every trailer is trusted with a unique welded high-quality steel chassis. Also every trailer has a load 
dependent air braking system with ABS or EBS for optimal safety.  
P. van den Oever BV only uses high-quality standard parts like axles, braking-systems, electronic 
elements etc. Because of this, maintenance or restoration can happen at almost every garage 
inland or abroad and is minimized to the minimum. 
 
Above all, P. van den Oever BV has diverse RDW-certifications and COP-acknowledgements, so 
quality and reproducing are guaranteed. 
 
With every trailer P. van den Oever BV delivers a extensive manual and maintenance-instruction to 
maintenance your trailer by yourself.  
 
We also have our own (engineer)department where all the wishes and demands of the costumer 
can process at ‘them’ trailer. 
 
To concede at the rising question of mini artic trailers, P. van den Oever BV manufactures also 
standard trailers. You can find these in this brochure.   
 
 

 

 
 
 
 
 
 
 
 
 
 
 



Brochure BE/CE-com,  version 3,   may 2008  _______ ________________________ 

 

 
Despite our carefulness, P. van den Oever BV is not responsible for inaccuracy or imperfections in  this  brochure. 

5

2. Specifications 
 
 
 
 
 
 
 
 
 
 
 
 
 
                 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
  
 
 

 
 
 

A own welded chassis. Chassis 
beams construct of high-quality 
steel. Light and strong, torsion-
determined and insensitive for 
ageing. 
Completely sink plated. 

Chassis beams welded of high-
quality steel, made at one peace. 
This makes a unique and reliable  
torsion-determined chassis like 
heavy trailers.  

Every construction-variant earns a chassis of 
BE-COM trailers ®. 

Completely in chassis integrated  
Lash hooks, special assembled at demand. 

Well accessible ABS/EBS, air, 
accessories and light-connection.  

Exclusively “A” mark trailer 
jacks. Robust and to serve 
with two speeds.  
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Air-cable foresee with protection 
tube  at critical parts. 

Carry through the chassis, sheltered 
with  rubber protection. 

Cables are mounted free of 
vibration.  

Water tight wire boxes. Load dependent brake valves are well 
accessible. All trailers are foresee with 
a load dependent air braking system 
and ABS/EBS for optimal safety. 

By using a torsion-axles, we 
choose for a  brake sticks-system 
instead of cables! Directly 
restrained and less maintenance. 
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Sufficient space for air- and 
electronic cables. 

Automatic height-settlements on all 
air spring-systems. 

ABS/EBS box is protected suspended. 

Axles are suspended in original independent 
suspension. Because of this, the torsion-intensities  
are for the greater parts intercepted through the 
suspension therefore the chassis gets less loaded. 
Suspension  completely after adjusting 
(maintenance!) for aligning of the axles, this reduce 
tires-wastage. 

Well accessible trailer jacks at the 
rear.  

All cables, brake-cables and 
elements are put away among the 
chassis, so they cannot get 
damaged through barriers. 
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Aluminum coach work 
profiles for every 
construction! 

We can apply a variety of walls to 
content your specific construction 
demands! 

We choose the floors on 
basic of the application 
trailer! 

BE-COM trailer ® floors 
are finished in detail. 

Also floor gabs are watertight. 

BE-COM trailer ® floors, flat and 
with suitable carrying- capacity! 
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3.  Special-constructions  

 
 
Because of our own engineer department, knowledge and experience of welds- and construction 
work, pneumatic, hydraulic and electronic P. van den Oever BV is able to give completing at 
almost every wish of our customers. 
Ideas can get construct from the beginning till the end, from the first intention till the complete 
realization. In every phase from engineering till the final product, the customer is always directly 
involved. And in every phase we pay attention to RDW demands, regulations and the technical 
attainability of your wishes. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Stress-analysis of critical parts. 

Brake and air pressure-calculations of the complete 
air pressure-installation. 

Calculation of mass and proportions of fifth 
wheel and axle pressure, for a optimal 
road stability. 

High-quality 3Dimensional CAD systems for modeling 
and designing variety products. From standard till 
special-construction. 
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Extensible bumpers. 

Trailer for special road machinery.  

Mobile training units. Foresee of variety isolated walls, winding 
stairs and doors. Complete arranged in accordance with the 
wishes of our customers.  

Trailer for special transports at the town 
centre, with steerable axles. 

Trailer with canteen and cat- head. 
 

Mini artic trailer with a crane and hydraulic 
jacks, integrated in the chassis. 
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4. Standard mini artic BE-COM® trailers  

 
 
7,0 tons air suspended semi low loader,      type 700-1D/220LZS 
8,5 tons air suspended semi low loader,      type 850-2D/220LZS 
 
7,0 tons air suspended flat trailer with front porch,     type 700-1D/220LZO 
8,5 tons air suspended flat trailer with front porch,     type 850-1D/220LZO 
 
7,0 tons air suspended trailer with side curtains,     type 700-1D/220LZF 
 
7,0 tons air suspended trailer with plywood panels,     type 700-1D/220LZC 
 
6,5 ton’s semi low loader with plywood panels,    type 650-2E/210RZT        
 
7,5 tons rubber suspended semi low loader,    type 750-2E/248RZK 
 
8,5 tons air suspended car transporter,      type 850-2D/220LZP 
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  § 4.1  7,0 ton’s air suspended semi low loader, t ype 700-1D/220LZS              
      
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Chassis: - High-quality steel, welded I-profile, elastic, light and strong,  Completely sink plated. 

- Cross beams of SLB profiles with high strength, about 500 mm distance from each other. 
- Side profiles with a special shape, which carries the floor. 
- 2” kingpin about 860 mm height; loading platform-height, high part ± 1000mm, low part ±780 mm. 
- 2 robust Haacon spindle supports with 2 speeds, operated on the right side of the trailer. 
- Accurately dosed, automatic load dependent air braking system with ABS and automatic brake  
  adjusters 

Axles:   - One original 5,5 tons BPW-axle, with a maximum load capacity of 5500 kg, progressive air 
   suspension and automatic height leveling. 
- Original suspension of BPW, adjustable for aligning of the axles. 
- 4 wheels with tires, 205/65 R17,5 and 4 x 1650 kg load capacity. 
- As well a mounted spare wheel in a clever rack between the chassis. 
- Parking-brake in accordance with the RDW demands. 

Construction:  - A hardwood floor of Bangkirai ± 22 mm thick, at the rear sloped. 
- A steel porch, completely sink plated, ± 400 mm high, with u-profiles to place a 
  extra skirt. At the front sloped for a short connection. 

  - Welded hinges and holders at the side beams for placing aluminum side skirts. 
Various: - Synthetic mudguards and sidebars of anodized aluminum planks.  

- Approved bumper, with built-in light and room for the license plate. 
- Trailer jacks among the chassis at the back. 
- Hella lighting at front and rear and LED-side mark lights. 
- RDW examination, registration certificate 7,0 ton (if you desire lower)  
  and ascription. 

 
Dimensions: - 7,40   (2,4+5,0) x 2,20 mtr.  (mass  ± 1900 kg)     
 
  Pay attention! To add options, the mass will increas e.  
Options: - A prolongation of the trailer with 0,5 meter at the low part. 
  - Lash hooks at the floor a piece. 

- Raise- and descend valve to adjust the loading platform-height, during loading and unloading. 
- Synthetic box assembled among the loading platform at the right-side, for storing tools etc. 

                               about 350 x 350 x 700mm ; 
- 2 aluminum ramps ± 1950 mm long, stored among the loading platform at the back in a 
   sleigh and to loose in width, carrying capacity about  3800kg.  
- 2 aluminum ramps ± 1950 mm long, stored among the loading platform at the back in a 
  sleigh and to loose in width, carrying capacity about, 8000kg.  
- A 3,6 ton winch with cable and a control panel with wires, which you can plug in at 2 places,  
   Assembled and connected (+50 kg)    
- The winch with radio-graphic steering  (+2 kg)      

 -Anodized aluminum side skirts ± 400 mm high, with drowned grips  
                                2 pieces at the high part    (± 32 kg)     
                                6 pieces at the low part     (± 80 kg)     
                                1 piece at the back    (± 16 kg)     

 
     

 
P. van den Oever BV is willing to discuss about  the implementations and to give advise at your decision-making.   
- Rights reserved  to change prices and/or implemen tations  
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§ 4.2  8,5 ton’s air suspended semi low loader, typ e 850-2D/220LZS              
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Chassis: - High-quality steel, welded I-profile, elastic, light and strong,  Completely sink plated. 

- Cross beams of SLB profiles with high strength, about 500 mm distance from each other. 
- Side profiles with a special shape, which carries the floor. 
- 2” kingpin about 860 mm height; loading platform-height, high part ± 1000mm, low part ±780 mm. 
- 2 robust Haacon spindle supports with 2 speeds, operated on the right side of the trailer. 
- Accurately dosed, automatic load dependent air braking system with ABS and automatic brake  
  adjusters 

Axles:    - Two original 3,5 tons BPW-axles, with a maximum load capacity of 7000 kg, progressive air 
   suspension and automatic height leveling. 
- Original suspension of BPW, adjustable for aligning of the axles. 
- 8 wheels with tires, 215/75 R14 and 8 x 1060 kg load capacity. 
- As well a mounted spare wheel in a clever rack between the chassis. 
- Parking-brake in accordance with the RDW demands. 

Construction:  - A hardwood floor of Bangkirai ± 22 mm thick, at the rear sloped. 
- A steel porch, completely sink plated, ± 400 mm high, with u-profiles to place a 
  extra skirt. At the front sloped for a short connection. 

  - Welded hinges and holders at the side beams for placing aluminum side skirts. 
Various: - Synthetic mudguards and sidebars of anodized aluminum planks.  

- Approved bumper, with built-in light and room for the license plate. 
- Trailer jacks among the chassis at the back. 
- Hella lighting at front and rear and LED-side mark lights. 
- RDW examination, registration certificate 8,5 ton (if you desire lower)  
  and ascription. 

 
Dimensions :    8,90   (2,4+6,5) x 2,20 mtr.  (mass ± 2350 kg) 
     

Pay attention! To add options, the mass will increas e.  
Options: - A prolongation of the trailer with 0,5 meter at the low part. 
  - Lash hooks at the floor a piece. 

- Raise- and descend valve to adjust the loading platform-height, during loading and unloading. 
- Synthetic box assembled among the loading platform at the right-side, for storing tools etc. 

                               about 350 x 350 x 700mm ; 
- 2 aluminum ramps ± 1950 mm long, stored among the loading platform at the back in a 
   sleigh and to loose in width, carrying capacity about  3400kg.  
- 2 aluminum ramps ± 1950 mm long, stored among the loading platform at the back in a 
  sleigh and to loose in width, carrying capacity about, 8000kg.  
- A 3,6 ton winch with cable and a control panel with wires, which you can plug in at 2 places,  
Assembled and connected (+50 kg)    
- The winch is radio-graphic steering  (+2 kg)      

 - Anodized aluminum side skirts ± 400 mm high, with drowned grips  
                                2 pieces at the high part    (± 32 kg)     
                                8 pieces at the low part     (± 90 kg)     
                                1 piece at the back    (± 16 kg)     

 
 

P. van den Oever BV is willing to discuss about  the implementations and to give advise at your decision-making.   
- Rights reserved  to change prices and/or implemen tations  
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                             § 4.3  7,0 ton’s air suspended flat trailer with p orch, type 700-1D/220LZO  
           
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Chassis: - High-quality steel, welded I-profile, elastic, light and strong,  Completely sink plated. 

- Cross beams of SLB profiles with high strength, about 500 mm distance from each other. 
- Side profiles with a special shape, which carries the floor. 
- 2” kingpin about 860 mm height; loading platform-height ± 1000mm 
- 2 robust Haacon spindle supports with 2 speeds, operated on the right side of the trailer. 
- Accurately dosed, automatic load dependent air braking system with ABS and automatic brake  
  adjusters 

Axles:   - One original 5,5 tons BPW-axle,, with a maximum load capacity of 5500 kg, progressive air 
   suspension and automatic height leveling. 
- Original suspension of BPW, adjustable for aligning of the axles. 
- 4 wheels with tires, 205/65 R17,5 and 4 x 1650 kg load capacity. 
- As well a mounted spare wheel in a clever rack between the chassis. 
- Parking-brake in accordance with the RDW demands. 

Construction:  - Floor made of waterproof glued fins birch-wood with anti slip, 18 mm thick. 
- A steel porch, completely sink plated, ± 400 mm high, with u-profiles to place a 
  extra skirt. At the front sloped for a short connection 
- Welded hinges and holders at the side beams for placing aluminum side skirts. 

Various: - Synthetic mudguards and sidebars of anodized aluminum planks.  
- Approved bumper, with built-in light and room for the license plate 
- Hella lighting at front and rear and LED-side mark lights. 
- RDW examination, registration certificate 7,0 ton (if you desire lower)  
  and ascription. 

 
Dimensions: - 6,5 x 2,20 mtr.  (mass  ± 2150 kg)     
   
  Pay attention! To add options, the mass will increas e.  
Options: - A prolongation of the trailer with 0,5 meter. 
  - Lash hooks at the floor a piece. 

- Raise- and descend valve to adjust the loading platform-height, during loading and unloading. 
- Synthetic crate assembled among the loading platform at the right-side, for storing tools etc. 

                               about 350 x 350 x 700mm ; 
- A 3,6 ton winch with cable and a control panel with wires, which you can plug in at 2 places,  
   Assembled and connected (+50 kg)    
- The winch is radio-graphic steering  (+2 kg)      

 - Anodized aluminum side skirts ± 400 mm high, with drowned grips  
                                6 pieces at the side      (± 80 kg)     
                                1 piece at the back    (± 16 kg)     

 
     

 
 

 
 
 
 

P. van den Oever BV is willing to discuss about  the implementations and to give advise at your decision-making.   
- Rights reserved  to change prices and/or implemen tations  
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§ 4.4  8,5 ton’s air suspended flat trailer with po rch, type 850-1D/220LZO             

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Chassis: - High-quality steel, welded I-profile, elastic, light and strong,  Completely sink plated. 

- Cross beams of SLB profiles with high strength, about 500 mm distance from each other. 
- Side profiles with a special shape, which carries the floor. 
- 2” kingpin about 860 mm height; loading platform-height, high part ± 1000mm 
- 2 robust Haacon spindle supports with 2 speeds, operated on the right side of the trailer. 
- Accurately dosed, automatic load dependent air braking system with ABS and automatic brake  
  adjusters. 

Axles:   - Two original 3,5 tons BPW-axle,, with a maximum load capacity of 7000 kg, progressive air 
   suspension and automatic height leveling. 
- Original suspension of BPW, adjustable for aligning of the axles. 
- 8 wheels with tires, 215/75 R14 and 8 x 1060 kg load capacity. 
- As well a mounted spare wheel in a clever rack between the chassis. 
- Parking-brake in accordance with the RDW demands. 

Construction:  - Floor made of waterproof glued fins birch-wood with anti slip, 18 mm thick. 
- A steel porch, completely sink plated, ± 400 mm high, with u-profiles to place a 
  extra skirt. At the front sloped for a short connection. 

  - Welded hinges and holders at the side beams for placing aluminum side skirts. 
Various: - Synthetic mudguards and sidebars of anodized aluminum planks.  

- Approved bumper, with built-in light and room for the license plate. 
- Hella lighting at front and rear and LED-side mark lights. 
- RDW examination, registration certificate 8,5 ton (if you desire lower)  
  and ascription. 

 
Dimensions:     8 x 2,20 mtr.  (mass  ± 2200 kg)  

 
  Pay attention! To add options, the mass will increas e.  
Options: - A prolongation of the trailer with 0,5 meter 
  - Lash hooks at the floor a piece. 

- Raise- and descend valve  to adjust the loading platform-height, during loading and  
  unloading. 
- Synthetic crate assembled among the loading platform at the right-side, for storing tools etc. 

                               about 350 x 350 x 700mm ; 
- A 3,6 ton winch with cable and a control panel with wires, which you can plug in at 2 places,  
   Assembled and connected (+50 kg)    
- The winch is radio-graphic steering  (+2 kg)      

 - Anodized aluminum side skirts ± 400 mm high, with drowned grips    
                                6 pieces at the side     (± 90 kg)     
                                1 piece at the back    (± 16 kg)     

 
 
 
 

 
     

 
P. van den Oever BV is willing to discuss about  the implementations and to give advise at your decision-making.   
- Rights reserved  to change prices and/or implemen tations  
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§ 4.5  7,0 ton’s flat trailer with side curtains, t ype 700-1D/220LZF  

            
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Chassis: - High-quality steel, welded I-profile, elastic, light and strong,  Completely sink plated. 

- Cross beams of SLB profiles with high strength, about 500 mm distance from each other. 
- Side profiles with a special shape, which carries the floor. 
- 2” kingpin about 860 mm height; loading platform-height ± 1 m 
- 2 robust Haacon spindle supports with 2 speeds, operated on the right side of the trailer. 
- Accurately dosed, automatic load dependent air braking system with ABS and automatic brake  
  adjusters 

Axles:  - One original 5,5 tons BPW-axle,, with a maximum load capacity of 5500 kg, progressive air 
   suspension and automatic height leveling.  
- Original suspension of BPW, adjustable for aligning of the axles. 
- 4 wheels with tires, 205/65 R17,5 and 4 x 1650 kg load capacity. 
- As well a mounted spare wheel in a clever rack between the chassis. 
- Parking-brake in accordance with the RDW demands. 

Construction:  - At the front a fixed porch with aluminum panels, sloped to realize a shorter 
  connection. 
- At the back 2 open doors of plywood panels, with stainless steel hinges and locks. 

  - Floor made of waterproof glued fins birch-wood with anti slip, 18 mm thick. 
  - 2 lights with operation switch at the porch. 
  - A light transmitting roof of 2mm polyester plate, about 2200 mm above the loading platform. 
  - Panama sliding-canvas curtains at the right and the left ±900 gr with stainless buckles (color in  
    consultation). 

- Two detachable porches and 5 sequences detachable wooden planks in holders at both sides. 
Various: - Hella lighting at front and rear and LED-side mark lights. 
  - Back doors and aluminum panels at the front, painted in the RAL color at your choice. 

- Synthetic mudguards and sidebars of anodized aluminum planks 
-Approved bumper, with built-in light and room for the license plate 
- RDW examination, registration certificate 7,0 ton (if you desire lower)  
  and ascription. 

 
Dimensions:     6,50 x 2,14 x 2,10 mtr. (internal) (mass  ±  2400 kg)      
     
  Pay attention! To add options, the mass will increas e.  
Options: - Lash hooks at the floor 

- Synthetic box assembled among the loading platform, for storing tools etc. 
                               about 350 x 350 x 700mm ; 
  - Spoiler at the front of the trailer 

- Raise- and descend valve to adjust the loading platform-height, during loading and  
  unloading. 

  - A d’Hollandia cantilever lift, instead of the backdoors, type DHLMA with 750 kg lifting capacity, a  
    platform height of 1600mm and a top door. Including a remote control with spiral-cable. 

- A d’Hollandia cantilever lift, instead of the backdoors, type DHLMA with 1000 kg lifting capacity, a  
    platform height of 1600mm and a top door. Including a remote control with spiral-cable. 
  - An extra battery, for intensive use of the cantilever lift.   

 
P. van den Oever BV is willing to discuss about  the implementations and to give advise at your decision-making.   
- Rights reserved  to change prices and/or implemen tations  
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§ 4.6  7,0 ton’s flat trailer with plywood panels, type 700-1D/220LZC        
      

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Chassis: - High-quality steel, welded I-profile, elastic, light and strong,  Completely sink plated. 

- Cross beams of SLB profiles with high strength, about 500 mm distance from each other. 
- Side profiles with a special shape, which carries the floor. 
- 2” kingpin about 860 mm height; loading platform-height ± 1 m 
- 2 robust Haacon spindle supports with 2 speeds, operated on the right side of the trailer. 
- Accurately dosed, automatic load dependent air braking system with ABS and automatic brake  
  adjusters 

Axles:  - One original 5,5 tons BPW-axle,, with a maximum load capacity of 5500 kg, progressive air 
   suspension and automatic height leveling.  
- Original suspension of BPW, adjustable for aligning of the axles. 
- 4 wheels with tires, 205/65 R17,5 and 4 x 1650 kg load capacity. 
- As well a mounted spare wheel in a clever rack between the chassis. 
- Parking-brake in accordance with the RDW demands. 

Construction:  - Floor made of waterproof glued fins birch-wood with anti slip, 18 mm thick. 
 - Plywood wall panels 22mm thick 
 - A light transmitting roof of 2mm polyester plate. 
 - 2 lights with operation switch at the porch. 
 -Stainless steel porch with double back-doors with stainless steel hinges and locks. 

Various: - Hella lighting at front and rear and LED-side mark lights. 
- Approved bumper, with built-in light and room for the license plate. 
- Synthetic mudguards and sidebars of anodized aluminum planks 
- The construction painted in the RAL color (non-metallic) at your choice (exclusive the roof) 
- RDW examination, registration certificate 7,0 ton (if you desire lower)  
  and ascription. 

 
Dimensions:      6.48 x 2.14 x 2.1   mtr. (internal) (mass ± 2650 kg)  
     
  Pay attention! To add options, the mass will increas e.  
Options: - A side-door at the right, ± 900 mm broad 
  - Spoiler at the front of the trailer 

- Lash hooks at the floor a piece 
- Synthetic box assembled among the loading platform, for storing tools etc. 

                               about 350 x 350 x 700mm ; 
- Raise- and descend valve to adjust the loading platform-height, during loading and  
  unloading. 

  - A d’Hollandia cantilever lift, instead of the backdoors, type DHLMA with 750 kg lifting capacity, a  
    platform height of 1600mm and a top door. Including a remote control with spiral-cable. 

- A d’Hollandia cantilever lift, instead of the backdoors, type DHLMA with 1000 kg lifting capacity, a  
    platform height of 1600mm and a top door. Including a remote control with spiral-cable. 
  - An extra battery, for intensive use of the cantilever lift. 
  - Steel sink plated rail at the left and at the right, per extend meter.    

 
 

 
P. van den Oever BV is willing to discuss about  the implementations and to give advise at your decision-making.   
- Rights reserved  to change prices and/or implemen tations 
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§ 4.7  6,5 ton’s semi low loader with plywood panel s, type 650-2E/210RZT        
      

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Chassis: - High-quality steel, welded I-profile, elastic, light and strong,  Completely sink plated. 

- Cross beams of SLB profiles with high strength, about 500 mm distance from each other. 
- Side profiles with a special shape, which carries the floor. 
- 2” kingpin about 860 mm height; loading platform-height ± 1 m 
- 2 robust Haacon spindle supports with 2 speeds, operated on the right side of the trailer. 
- Accurately dosed, automatic load dependent air braking system with ABS and automatic brake  
  adjusters 

Axles:   - Two 2,5 tons Alko axles with a brake system (non cables) and a flexible rubber torsion suspension. 
- 4 wheels with tires, 205/65 R17,5 and 4 x 1750 kg load capacity. 
- As well a mounted spare wheel in a clever rack between the chassis. 
- Parking-brake in accordance with the RDW demands. 

Construction:  - Floor made of waterproof glued fins birch-wood with anti slip, 18 mm thick. 
 - Plywood wall panels 20mm thick 
 - A light transmitting roof of 2mm polyester plate 
 - 2 lights with operation switch of the cantilever lift 
 - In the floor, 2 wheel-boxes about 1600x260x300mm. Made of aluminum plate 3/5mm. 
 - A aluminum cantilever lift, 1600mm broad and an platform height of 1600mm. The cantilever lift has a 
   internal torsion-spring so you can open it very easy. Also a top door foresee of 2 gas-springs at the 
   upper side. 
 - Stainless porch  with double back-doors and with stainless steel hinges and locks. 

Various: - Hella lighting at front and rear and LED-side mark lights. 
- Approved bumper, with built-in light and room for the license plate. 
- The construction painted in the RAL color (non-metallic) at your choice (exclusive the roof) 
- RDW examination, registration certificate 6,5 ton (if you desire lower)  
  and ascription. 

 
Dimensions:      7 ( 2 + 5) x 2.10 x 2   mtr. (external) (mass ± 2500 kg)  
     
  Pay attention! To add options, the mass will increas e.  
Options: - A side-door at the right, ± 900 mm broad 
  - A aluminum roll door in the side at the high part, at the left as well as right about 1,2x1 meter. 
  - A spoiler at the front of the trailer 

- Lash hooks at the floor a piece 
  - Steel sink plated at the left and at the right, per extend meter. 
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§ 4.8  7,5 ton’s semi low loader, type 750-2E/248RZ K                       

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Chassis: - High-quality steel, welded I-profile, elastic, light and strong,  Completely sink plated. 

- Cross beams of SLB profiles with high strength, about 450 mm distance from each other. 
- Side profiles with a special shape, which carries the floor. 
- 2” kingpin about 860 mm height; loading platform-height, high part ± 1000mm, low part ±440 mm. 
- 2 robust Haacon spindle supports with 2 speeds, operated on the right side of the trailer. 
- Accurately dosed, automatic load dependent air braking system with ABS and automatic brake  
  Adjusters (ANS) 

Axles:   - Two 3,0 tons Alko ashes with a brake system (non cables) and a flexible rubber torsion suspension. 
- 4 wheels with tires, 205/65 R17,5 and 4 x 1750 kg load capacity. 
- As well a mounted spare wheel 
- Parking-brake in accordance with the RDW demands. 

Construction:  - Floor made of waterproof glued fins birch-wood with anti slip, 18 mm thick. 
- A steel porch, completely sink plated, ± 400 mm high, with u-profiles to place a 
   skirt.   
- At the front sloped, to realize a shorter connection. After this at the left and at the right a bar  
  about 150mm height at the high part. 

  - A extension with splash-boards at the left and at the right, covered with plate of 3mm,  
    completely sink plated. 
  - Aluminum ramps at the back, 600mm broad and 1400 mm tall, hinged  over a stainless steel axle.  
Various: - Rear-lights, LED-side mark lights and  haze-rear lights in consensus with the legal rules,  
     performed with Hella elements. 

- RDW examination, registration certificate 7,5 ton (if you desire lower)  
  and ascription. 

 
Dimensions:   7,25m (2,4+4,85) x 2,35 mtr.  (mass ± 1800 kg)      

 
Pay attention! To add options, the mass  will increa se.  

Options: - A prolongation of the trailer with repeatedly 0,5 meter ( + 60 kg) 
  -Lash hooks at the floor a piece. 

- Solid jacks at the back, for stability during loading and unloading of heavy  
  vehicles. 
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§ 4.9  8,5 ton’s air suspended car transporter, typ e 850-2D/220LZP  
              

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Chassis: - High-quality steel, welded I-profile, elastic, light and strong,  Completely sink plated. 

- Cross beams of SLB profiles with high strength, about 500 mm distance from each other. 
- Side profiles with a special shape, which carries the floor. 
- 2” kingpin about 860 mm height; loading platform-height, high part ± 1000mm, low part ±780 mm. 
- 2 robust Haacon spindle supports with 2 speeds, operated on the right side of the trailer. 
- Accurately dosed, automatic load dependent air braking system with ABS and automatic brake  
  adjusters 

Axles:  - Two original 3,5 tons BPW-axle,, with a maximum load capacity of 7000 kg, progressive air 
   suspension and automatic height leveling.  
- Suspension adjustable for aligning of the axles. 
- 8 wheels with tires, 215/75 R14 and 8 x 1060 kg load capacity. 
- As well a mounted spare wheel in a clever rack between the chassis. 
- Parking-brake in accordance with the RDW demands. 

Construction:  - A steel plate floor at the outside and aluminum plate between the chassis.  
    Sloped at the front to realize a shorter connection. 

- Raise- and descend valve to adjust the loading platform-height, during loading and   unloading. 
Various: - Synthetic mudguards and sidebars of anodized aluminum planks.  

- Approved bumper, with built-in light and room for the license plate. 
- 2 aluminum ramps ± 1950 mm long, stored among the loading platform at the back in a 
   sleigh, carrying capacity about  3500kg. Manual shove in and out. 
-Trailer jacks among the chassis at the back. 
- 8 robust steel- sink plated wheel-wedges. 
- Hella lighting at front and rear and LED-side mark lights. 
- RDW examination, registration certificate 8,5 ton (if you desire lower)  
  and ascription. 

 
Dimensions: 10,00  x 2,20 mtr.  (mass  ± 2400 kg)     
 
  Pay attention! To add options, the mass will increas e.  
Options: - A bar of the trailer with 0,5 meter ( till 12 mtr) 

- Synthetic crate assembled among the loading platform at the right-side, for storing tools etc. 
                               about 350 x 350 x 700mm ; 
  - Electronic steering of the rubbing plates, through a steering-box at the slope-side of the trailer 

- A 3,6 ton winch with cable and a remote control with cable, which you can plug in at 2 places,  
   Assembled and connected (+50 kg)    
- The winch is radio-graphic steering  (+2 kg)      

 - Steel- sink plated wheel-wedges, easy to (re-)lay in the floor 
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